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Performance 

Package

Watts 

System 
Optic

Lumen 

Output

Efficacy 

(LM/W)
B U G

Lumen 

Output

Efficacy 

(LM/W)
B U G

25K 

Hours

50K 

Hours

75K 

Hours

100K 

Hours

2 2242 102 1 0 1 2491 113 1 0 1

3 2323 106 1 0 1 2582 117 1 0 1

3M 2075 94 1 0 1 2375 108 1 0 1

4 2284 104 1 0 1 2537 115 1 0 1

5 2384 108 1 0 1 2649 120 2 0 1

2 4314 96 1 0 1 4794 107 1 0 1

3 4260 95 1 0 1 4733 105 1 0 1

3M 3803 85 1 0 2 4226 94 1 0 2

4 4187 93 1 0 1 4652 103 1 0 1

5 4371 97 2 0 1 4857 108 2 0 1

2 6537 98 1 0 1 7263 108 1 0 1

3 6454 96 1 0 1 7171 107 2 0 1

3M 5763 86 1 0 2 6403 96 1 0 2

4 6343 95 1 0 2 7048 105 1 0 2

5 6623 99 3 0 1 7359 110 3 0 2

2 8629 96 2 0 1 9587 107 2 0 1

3 8519 95 2 0 2 9466 105 2 0 2

3M 7607 85 1 0 2 8452 94 1 0 2

4 8373 93 1 0 2 9303 103 1 0 2

5 8743 97 3 0 1 9714 108 3 0 2

2 10851 97 2 0 2 12057 108 2 0 2

3 10714 96 2 0 2 11904 106 2 0 2

3M 9566 85 2 0 3 10629 95 2 0 3

4 10530 94 2 0 2 11700 104 2 0 2

5 10995 98 3 0 2 12216 109 3 0 2

2 13074 97 2 0 2 14526 108 2 0 2

3 12908 96 2 0 2 14342 106 3 0 2

3M 11525 85 2 0 3 12806 95 2 0 3

4 12687 94 2 0 2 14096 104 2 0 2

5 13247 98 4 0 2 14719 109 4 0 2

2 14639 93 2 0 2 16265 103 2 0 2

3 14712 93 2 0 2 16347 103 3 0 2

3M 13775 87 2 0 3 15306 97 2 0 3

4 14204 90 2 0 2 15782 100 2 0 3

5 14651 93 4 0 2 16279 103 4 0 2

2 16730 93 2 0 2 18589 103 3 0 2

3 16814 93 3 0 2 18682 104 3 0 2

3M 15743 87 2 0 3 17493 97 2 0 3

4 16233 90 2 0 3 18037 100 2 0 3

5 16744 93 4 0 2 18605 103 4 0 2

2 20912 93 3 0 2 23236 104 3 0 2

3 21018 94 3 0 3 23353 104 3 0 3

3M 19679 88 3 0 3 21866 98 3 0 4

4 20292 91 3 0 3 22546 101 3 0 4

5 20930 93 4 0 2 23256 104 4 0 2

Note: Actual performance may differ as a result of end-user environment and application.

All values are design or typical values, measured under laboratory conditions at 25°C.

Specifications subject to change without notice.

PC Amber 2200K 2700K 3000K 5000K

0.55 0.75 0.9 0.9 1.00

Lumen ratio for different CCT

4000K

1.00

160W 180 0.96 0.94 0.93 0.91

200W 224 0.96 0.94 0.93 0.91

120W 135 0.98 0.98 0.97 0.97

140W 158 0.96 0.94 0.93 0.91

80W 90 0.98 0.98 0.97 0.97

100W 112 0.98 0.98 0.97 0.97

40W 45 0.98 0.98 0.97 0.97

60W 67 0.98 0.98 0.97 0.97

Domia - CY55P1A-FGC (Flat Glass Clear)
3K 4K LLD @ 25C

20W 22 0.98 0.98 0.97 0.97
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Performance 

Package

Watts 

System 
Optic

Lumen 

Output

Efficacy 

(LM/W)
B U G

Lumen 

Output

Efficacy 

(LM/W)
B U G

25K 

Hours

50K 

Hours

75K 

Hours

100K 

Hours

2 1848 84 1 0 1 2054 93 1 0 1

3 1867 85 1 0 1 2074 94 1 0 1

3M 1768 80 1 0 1 1965 89 1 0 1

4 1737 79 1 0 1 1930 88 1 0 1

5 1906 87 1 0 1 2118 96 1 0 1

2 3423 76 1 0 1 3803 85 1 0 1

3 3457 77 1 0 1 3841 85 1 0 1

3M 3275 73 1 0 1 3638 81 1 0 1

4 3217 71 1 0 1 3575 79 1 0 1

5 3530 78 1 0 1 3922 87 2 0 1

2 5134 77 1 0 1 5705 85 1 0 1

3 5185 77 1 0 1 5761 86 2 0 1

3M 4912 73 1 0 2 5458 81 2 0 2

4 4826 72 1 0 1 5362 80 1 0 2

5 5295 79 2 0 1 5883 88 2 0 2

2 6845 76 2 0 2 7606 85 2 0 2

3 6913 77 2 0 2 7681 85 2 0 2

3M 6549 73 2 0 2 7277 81 2 0 2

4 6434 71 2 0 2 7149 79 2 0 2

5 7060 78 2 0 2 7844 87 2 0 2

2 8557 76 2 0 2 9508 85 2 0 2

3 8641 77 2 0 2 9602 86 2 0 2

3M 8186 73 2 0 2 9096 81 2 0 2

4 8043 72 2 0 2 8936 80 2 0 2

5 8825 79 3 0 2 9805 88 3 0 2

2 9926 74 2 0 2 11029 82 2 0 2

3 10024 74 2 0 2 11138 83 3 0 2

3M 9496 70 2 0 3 10551 78 2 0 3

4 9330 69 2 0 2 10366 77 2 0 2

5 10237 76 3 0 2 11374 84 3 0 2

2 11295 71 2 0 2 12550 79 3 0 2

3 11407 72 3 0 2 12674 80 3 0 2

3M 10806 68 2 0 3 12007 76 3 0 3

4 10616 67 2 0 2 11796 75 2 0 3

5 11648 74 3 0 2 12943 82 3 0 3

2 13006 72 3 0 2 14451 80 3 0 2

3 13135 73 3 0 2 14594 81 3 0 3

3M 12443 69 3 0 3 13826 77 3 0 3

4 12225 68 3 0 3 13583 75 3 0 3

5 13413 75 3 0 3 14904 83 3 0 3

2 16429 73 3 0 3 18254 81 3 0 3

3 16591 74 3 0 3 18435 82 3 0 3

3M 15718 70 3 0 3 17464 78 3 0 3

4 15442 69 3 0 3 17158 77 3 0 3

5 16943 76 3 0 3 18826 84 4 0 3

Note: Actual performance may differ as a result of end-user environment and application.

All values are design or typical values, measured under laboratory conditions at 25°C.

Specifications subject to change without notice.

PC Amber 2200K 2700K 3000K 5000K

0.55 0.75 0.9 0.9 1.00

Lumen ratio for different CCT

4000K

1.00

200W 224 0.96 0.94 0.93 0.91

160W 180 0.96 0.94 0.93 0.91

120W 135 0.98 0.98 0.97 0.97

140W 158 0.96 0.94 0.93 0.91

80W 90 0.98 0.98 0.97 0.97

100W 112 0.98 0.98 0.97 0.97

40W 45 0.98 0.98 0.97 0.97

60W 67 0.98 0.98 0.97 0.97

Domia - CY55P1A-FGF (Flat Glass Frosted)
3K 4K LLD @ 25C

20W 22 0.98 0.98 0.97 0.97
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Performance 

Package

Watts 

System 
Optic

Lumen 

Output

Efficacy 

(LM/W)
B U G

Lumen 

Output

Efficacy 

(LM/W)
B U G

25K 

Hours

50K 

Hours

75K 

Hours

100K 

Hours

2 2242 102 1 0 1 2491 113 1 0 1

3 2323 106 1 0 1 2582 117 1 0 1

3M 2075 94 1 0 1 2375 108 1 0 1

4 2284 104 1 0 1 2537 115 1 0 1

5 2384 108 1 0 1 2649 120 2 0 1

2 4314 96 1 0 1 4794 107 1 0 1

3 4260 95 1 0 1 4733 105 1 0 1

3M 3803 85 1 0 2 4226 94 1 0 2

4 4187 93 1 0 1 4652 103 1 0 1

5 4371 97 2 0 1 4857 108 2 0 1

2 6537 98 1 0 1 7263 108 1 0 1

3 6454 96 1 0 1 7171 107 2 0 1

3M 5763 86 1 0 2 6403 96 1 0 2

4 6343 95 1 0 2 7048 105 1 0 2

5 6623 99 3 0 1 7359 110 3 0 2

2 8629 96 2 0 1 9587 107 2 0 1

3 8519 95 2 0 2 9466 105 2 0 2

3M 7607 85 1 0 2 8452 94 1 0 2

4 8373 93 1 0 2 9303 103 1 0 2

5 8743 97 3 0 1 9714 108 3 0 2

2 10851 97 2 0 2 12057 108 2 0 2

3 10714 96 2 0 2 11904 106 2 0 2

3M 9566 85 2 0 3 10629 95 2 0 3

4 10530 94 2 0 2 11700 104 2 0 2

5 10995 98 3 0 2 12216 109 3 0 2

2 13074 97 2 0 2 14526 108 2 0 2

3 12908 96 2 0 2 14342 106 3 0 2

3M 11525 85 2 0 3 12806 95 2 0 3

4 12687 94 2 0 2 14096 104 2 0 2

5 13247 98 4 0 2 14719 109 4 0 2

Note: Actual performance may differ as a result of end-user environment and application.

All values are design or typical values, measured under laboratory conditions at 25°C.

Specifications subject to change without notice.

PC Amber 2200K 2700K 3000K 5000K

0.55 0.75 0.9 0.9 1.00

Lumen ratio for different CCT

4000K

1.00

0.97

100W 112 0.98 0.98 0.97 0.97

120W 135 0.98 0.98 0.97

0.97

60W 67 0.98 0.98 0.97 0.97

80W 90 0.98 0.98 0.97

0.97

Domia - CY55P1B-FGC (Flat Glass Clear)
3K 4K LLD @ 25C

20W 22 0.98 0.98 0.97 0.97

0.9740W 45 0.98 0.98
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Performance 

Package

Watts 

System 
Optic

Lumen 

Output

Efficacy 

(LM/W)
B U G

Lumen 

Output

Efficacy 

(LM/W)
B U G

25K 

Hours

50K 

Hours

75K 

Hours

100K 

Hours

2 1848 84 1 0 1 2054 93 1 0 1

3 1867 85 1 0 1 2074 94 1 0 1

3M 1768 80 1 0 1 1965 89 1 0 1

4 1737 79 1 0 1 1930 88 1 0 1

5 1906 87 1 0 1 2118 96 1 0 1

2 3423 76 1 0 1 3803 85 1 0 1

3 3457 77 1 0 1 3841 85 1 0 1

3M 3275 73 1 0 1 3638 81 1 0 1

4 3217 71 1 0 1 3575 79 1 0 1

5 3530 78 1 0 1 3922 87 2 0 1

2 5134 77 1 0 1 5705 85 1 0 1

3 5185 77 1 0 1 5761 86 2 0 1

3M 4912 73 1 0 2 5458 81 2 0 2

4 4826 72 1 0 1 5362 80 1 0 2

5 5295 79 2 0 1 5883 88 2 0 2

2 6845 76 2 0 2 7606 85 2 0 2

3 6913 77 2 0 2 7681 85 2 0 2

3M 6549 73 2 0 2 7277 81 2 0 2

4 6434 71 2 0 2 7149 79 2 0 2

5 7060 78 2 0 2 7844 87 2 0 2

2 8557 76 2 0 2 9508 85 2 0 2

3 8641 77 2 0 2 9602 86 2 0 2

3M 8186 73 2 0 2 9096 81 2 0 2

4 8043 72 2 0 2 8936 80 2 0 2

5 8825 79 3 0 2 9805 88 3 0 2

2 9926 74 2 0 2 11029 82 2 0 2

3 10024 74 2 0 2 11138 83 3 0 2

3M 9496 70 2 0 3 10551 78 2 0 3

4 9330 69 2 0 2 10366 77 2 0 2

5 10237 76 3 0 2 11374 84 3 0 2

Note: Actual performance may differ as a result of end-user environment and application.

All values are design or typical values, measured under laboratory conditions at 25°C.

Specifications subject to change without notice.

PC Amber 2200K 2700K 3000K 5000K

0.55 0.75 0.9 0.9 1.00

Lumen ratio for different CCT

4000K

1.00

120W 135 0.98 0.97 0.97

100W 112 0.98 0.98 0.97 0.97

0.98

0.97

20W 22 0.98 0.98 0.97 0.97

40W 45 0.98 0.98 0.97

0.97

60W 67 0.98 0.98 0.97 0.97

80W 90 0.98 0.98 0.97

Domia - CY55P1B-FGF (Flat Glass Frosted)
3K 4K LLD @ 25C

© Cyclone Lighting 2020-11



Performance 

Package

Watts 

System 
Optic

Lumen 

Output

Efficacy 

(LM/W)
B U G

Lumen 

Output

Efficacy 

(LM/W)
B U G

25K 

Hours

50K 

Hours

75K 

Hours

100K 

Hours

2 2242 102 1 0 1 2491 113 1 0 1

3 2323 106 1 0 1 2582 117 1 0 1

3M 2075 94 1 0 1 2375 108 1 0 1

4 2284 104 1 0 1 2537 115 1 0 1

5 2384 108 1 0 1 2649 120 2 0 1

2 4314 96 1 0 1 4794 107 1 0 1

3 4260 95 1 0 1 4733 105 1 0 1

3M 3803 85 1 0 2 4226 94 1 0 2

4 4187 93 1 0 1 4652 103 1 0 1

5 4371 97 2 0 1 4857 108 2 0 1

2 6537 98 1 0 1 7263 108 1 0 1

3 6454 96 1 0 1 7171 107 2 0 1

3M 5763 86 1 0 2 6403 96 1 0 2

4 6343 95 1 0 2 7048 105 1 0 2

5 6623 99 3 0 1 7359 110 3 0 2

2 8629 96 2 0 1 9587 107 2 0 1

3 8519 95 2 0 2 9466 105 2 0 2

3M 7607 85 1 0 2 8452 94 1 0 2

4 8373 93 1 0 2 9303 103 1 0 2

5 8743 97 3 0 1 9714 108 3 0 2

2 10851 97 2 0 2 12057 108 2 0 2

3 10714 96 2 0 2 11904 106 2 0 2

3M 9566 85 2 0 3 10629 95 2 0 3

4 10530 94 2 0 2 11700 104 2 0 2

5 10995 98 3 0 2 12216 109 3 0 2

Note: Actual performance may differ as a result of end-user environment and application.

All values are design or typical values, measured under laboratory conditions at 25°C.

Specifications subject to change without notice.

PC Amber 2200K 2700K 3000K 5000K

0.55 0.75 0.9 0.9 1.00

Lumen ratio for different CCT

4000K

1.00

80W 90 0.98 0.98

0.97100W 112 0.98 0.98 0.97

0.97 0.97

0.97

40W 45 0.98 0.98 0.97

0.97

Domia Mini - SY21P1-FGC (Flat Glass Clear)
3K 4K LLD @ 25C

20W 22 0.98 0.98 0.97 0.97

0.97

60W 67 0.98 0.98

© Cyclone Lighting 2020-11



Performance 

Package

Watts 

System 
Optic

Lumen 

Output

Efficacy 

(LM/W)
B U G

Lumen 

Output

Efficacy 

(LM/W)
B U G

25K 

Hours

50K 

Hours

75K 

Hours

100K 

Hours

2 1848 84 1 0 1 2054 93 1 0 1

3 1867 85 1 0 1 2074 94 1 0 1

3M 1768 80 1 0 1 1965 89 1 0 1

4 1737 79 1 0 1 1930 88 1 0 1

5 1906 87 1 0 1 2118 96 1 0 1

2 3423 76 1 0 1 3803 85 1 0 1

3 3457 77 1 0 1 3841 85 1 0 1

3M 3275 73 1 0 1 3638 81 1 0 1

4 3217 71 1 0 1 3575 79 1 0 1

5 3530 78 1 0 1 3922 87 2 0 1

2 5134 77 1 0 1 5705 85 1 0 1

3 5185 77 1 0 1 5761 86 2 0 1

3M 4912 73 1 0 2 5458 81 2 0 2

4 4826 72 1 0 1 5362 80 1 0 2

5 5295 79 2 0 1 5883 88 2 0 2

2 6845 76 2 0 2 7606 85 2 0 2

3 6913 77 2 0 2 7681 85 2 0 2

3M 6549 73 2 0 2 7277 81 2 0 2

4 6434 71 2 0 2 7149 79 2 0 2

5 7060 78 2 0 2 7844 87 2 0 2

2 8557 76 2 0 2 9508 85 2 0 2

3 8641 77 2 0 2 9602 86 2 0 2

3M 8186 73 2 0 2 9096 81 2 0 2

4 8043 72 2 0 2 8936 80 2 0 2

5 8825 79 3 0 2 9805 88 3 0 2

Note: Actual performance may differ as a result of end-user environment and application.

All values are design or typical values, measured under laboratory conditions at 25°C.

Specifications subject to change without notice.

PC Amber 2200K 2700K 3000K 5000K

0.55 0.75 0.9 0.9 1.00

Lumen ratio for different CCT

4000K

1.00

100W 112 0.98 0.97 0.97

80W 90 0.98 0.98 0.97 0.97

0.98

0.97

Domia Mini - SY21P1-FGF (Flat Glass Frosted)
3K 4K LLD @ 25C

20W 22 0.98 0.98 0.97

0.97

40W 45 0.98 0.98 0.97 0.97

60W 67 0.98 0.98 0.97

© Cyclone Lighting 2020-11



Performance 

Package

Watts 

System 
Optic

Lumen 

Output

Efficacy 

(LM/W)
B U G

Lumen 

Output

Efficacy 

(LM/W)
B U G

25K 

Hours

50K 

Hours

75K 

Hours

100K 

Hours

2 1943 88 0 0 0 2202 100 1 0 1

3 1913 87 1 0 1 2168 99 1 0 1

3M 1707 78 0 0 1 1934 88 0 0 1

4 1924 87 0 0 1 2180 99 1 0 1

5 2003 91 1 0 1 2270 103 1 0 1

2 3626 81 1 0 1 4015 89 1 0 1

3 3570 79 1 0 1 3953 88 1 0 1

3M 3186 71 1 0 1 3527 78 1 0 1

4 3591 80 1 0 1 3976 88 1 0 1

5 3739 83 2 0 1 4139 92 2 0 1

2 5440 81 1 0 1 6087 91 1 0 1

3 5356 80 1 0 1 5993 89 1 0 1

3M 4779 71 1 0 2 5347 80 1 0 2

4 5386 80 1 0 2 6028 90 1 0 2

5 5608 84 3 0 1 6276 94 3 0 1

2 7253 81 1 0 1 8030 89 1 0 1

3 7141 79 1 0 2 7906 88 1 0 2

3M 6371 71 1 0 2 7054 78 1 0 2

4 7182 80 1 0 2 7951 88 1 0 2

5 7477 83 3 0 1 8278 92 3 0 1

2 9066 81 1 0 1 10102 90 2 0 2

3 8926 80 2 0 2 9946 89 2 0 2

3M 7964 71 1 0 2 8874 79 1 0 3

4 8977 80 1 0 2 10003 89 2 0 2

5 9347 83 3 0 2 10415 93 3 0 2

2 11138 83 2 0 2 12304 91 2 0 2

3 10966 81 2 0 2 12114 90 2 0 2

3M 9785 72 2 0 3 10809 80 2 0 3

4 11029 82 2 0 2 12184 90 2 0 2

5 11483 85 3 0 2 12685 94 3 0 2

Note: Actual performance may differ as a result of end-user environment and application.

All values are design or typical values, measured under laboratory conditions at 25°C.

Specifications subject to change without notice.

PC Amber 2200K 2700K 3000K 5000K

0.55 0.75 0.9 0.9 1.00

Lumen ratio for different CCT

4000K

1.00

0.96

100W 112 0.97 0.97 0.96 0.96

120W 135 0.97 0.97 0.96

0.96

60W 67 0.97 0.97 0.97 0.97

80W 90 0.97 0.97 0.96

0.97

Domia Post-Top - CY55T4-FGC (Flat Glass Clear)
3K 4K LLD @ 25C

20W 22 0.97 0.97 0.97 0.97

0.9740W 45 0.97 0.97

© Cyclone Lighting 2020-11



Performance 

Package

Watts 

System 
Optic

Lumen 

Output

Efficacy 

(LM/W)
B U G

Lumen 

Output

Efficacy 

(LM/W)
B U G

25K 

Hours

50K 

Hours

75K 

Hours

100K 

Hours

2 1488 68 1 0 1 1660 75 1 0 1

3 1478 67 1 0 1 1648 75 1 0 1

3M 1356 62 1 0 1 1512 69 1 0 1

4 1366 62 1 0 1 1523 69 1 0 1

5 1487 68 1 0 1 1659 75 1 0 1

2 2766 61 1 0 1 3073 68 1 0 1

3 2746 61 1 0 1 3052 68 1 0 1

3M 2521 56 1 0 1 2801 62 1 0 1

4 2538 56 1 0 1 2820 63 1 0 1

5 2765 61 1 0 1 3072 68 1 0 1

2 4141 62 1 0 1 4610 69 1 0 1

3 4112 61 1 0 1 4577 68 1 0 1

3M 3774 56 1 0 1 4201 63 1 0 1

4 3800 57 1 0 1 4230 63 1 0 1

5 4139 62 2 0 1 4608 69 2 0 1

2 5532 61 1 0 1 6147 68 2 0 1

3 5493 61 2 0 1 6103 68 2 0 1

3M 5041 56 2 0 1 5601 62 2 0 1

4 5076 56 1 0 1 5641 63 2 0 1

5 5529 61 2 0 1 6144 68 2 0 1

2 6859 61 2 0 1 7635 68 2 0 2

3 6810 61 2 0 1 7581 68 2 0 2

3M 6250 56 2 0 2 6957 62 2 0 2

4 6294 56 2 0 2 7006 63 2 0 2

5 6855 61 2 0 2 7631 68 2 0 2

2 8023 59 2 0 2 8864 66 2 0 2

3 7966 59 2 0 2 8801 65 2 0 2

3M 7311 54 2 0 2 8078 60 2 0 2

4 7362 55 2 0 2 8134 60 2 0 2

5 8019 59 2 0 2 8860 66 3 0 2

Note: Actual performance may differ as a result of end-user environment and application.

All values are design or typical values, measured under laboratory conditions at 25°C.

Specifications subject to change without notice.

PC Amber 2200K 2700K 3000K 5000K

0.55 0.75 0.9 0.9 1.00

Lumen ratio for different CCT

4000K

1.00

120W 135 0.97 0.96 0.96

100W 112 0.97 0.97 0.96 0.96

0.97

0.97

20W 22 0.97 0.97 0.97 0.97

40W 45 0.97 0.97 0.97

0.96

60W 67 0.97 0.97 0.97 0.97

80W 90 0.97 0.97 0.96

Domia Post-Top - CY55T4-FGF (Flat Glass Frosted)
3K 4K LLD @ 25C

© Cyclone Lighting 2020-11
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